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With Xerxes concrete deadmen, tiedowns and turnbuckles

965 WESTSHORE DRIVE
FOX LAKE, IL. 60020
(847) 651-1150
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LIC. EXP. 11/30/2007

4/20 Land Plan Changes
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Septic Tank
12"  Biotube Universal Pump Vault
Orenco Model #: PVU57-1819

*

4
8
"

35.5"

*

Fiberglass Insulated Gasketed

Lid with Stainless Steel Bolts
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       LAKE COUNTY
   INDIVIDUAL SYSTEM
   DISPOSAL SYSTEM
         DESIGNER

LIC. EXP. 12/31/2006

Coupler:

Neoprene and/or

approved watertight

equivalent

Top View

Sanitary Tee(s):

4" min. Dia. Sch. 40

ABS, PVC 18" Typ.

L.L.

OutletInlet

Access Riser

L.L.

Side View 1500 gal. Orenco Fiberglass Septic Tank CW style

End View

Fiberglass Insulated Gasketed

Lid with Stainless Steel Bolts

Orenco cold weather
Discharge Assembly

Flow Inducer

Check Valve 

Orenco Effluent Pump
Model P100511

Drain Port

Slope Ground

Away from Riser

PVC Splice Box with

Cord Grips

Conduit to

Control Panel

Level Control
Float Assembly

Vault Inlet Ports

PVC Riser with Grommets

(bond to tank adapter with

recommended adhesive)

Conduit Seal

1" Effluent Discharge (below frost line)

Effluent Pumping System for Cold Weather Applications (cw style)
with VeriComm S1RO inclusing optional anti-condensation heater
current sensor, event counter and elapsed time meter
                                        Septic Tank

Pea Gravel Backfill*
 Drain Hole

52.5"

53.5"

2"

23.4"

HWA/On

48"

Off

RO/LWA

32.25"

Grommet:

Approved watertight

grommet

32.25"

64.5"

72"

5.5"
11.6"

168.0"

Tank Volumes:

Biotube ® Filter Cartridge

Total Volume:  1785 gal±

Operating Volume:  1570 gal± @ 51-1/2"

Unit volume at typical operating depth :  38 gal./in.±

Pea Gravel Backfill *

PVC Riser with Grommets

(bond to tank adapter with

recommended adhesive)

STEP ASSEMBLY


